Fabrication and Installation Instructions F SR EADES DS
Buccan Framing System 1000: Captured

] R {
@

FaC ad es U SA © 2024, Facades USA 1
930 CaSS St; NeW CaStIe; PA 16101 Facades USA reserves the right to change configuration without prior notice when deemed necessary for product improvement.
412'820'2200 Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the

selection of product configurations, materials, or hardware and assumes no responsibility therefore. May 2023

www.FacadesUSA.com




Fabrication and Installation Instructions F FACADES 84
Buccan Framing System 1000: Captured

Table of Contents

(O0) VT PP PP PP 1
TADIE Of CONEENTS ...ttt e e e e e e e e s e e e e e e e e aeeeeas 2
General Notes/Handling, Storing, and Protecting Aluminum Material ............ccccoooeeeiiiiiiiiiieeieenns 3
GENETAI RUIES ...ttt e et e et e e e e e e e e e e e e e s ee s 4
Vertical Mullion Fabrication - Wind Load Anchor Detail ..o 5
Vertical Mullion Fabrication - Dead Load Anchor Detail ... 6
Vertical Mullion Fabrication - Shear Block Detail ... 7
Vertical Mullion Fabrication - Splice Detall ............ccccoociiiiiiiiiii 8
Shear BIOCK FabriCatioN ...........ooiiiiiiiiiiii s 9
Horizontal Stack FabriCation .............ccccuiiiiiiiiiiiii e 10
Pressure Plate FabIICAtION ............oiiiiiiiiiiiiiiii e e e e e 11
GaASKEL FADIICALION .....eeiiiiiiieeiee ettt e e e e e e e e e e r e e e e e e e e e e e e e a e 12
Temporary Pressure Piece FabrCatiON ..........couuuiiiiiiiiiiiiie e 13
ENd Cap FaBFICALION ...t e e e e e e e e e 14
INSTAIIALION STEPS ...ttt e e e e e e e e e 15-22
FaStener DELAIIS ........coooiiiiiiiii 23

FaC ad es U SA © 2024, Facades USA 2
930 Ca.SS St; NeW CaStIe; PA 16101 Facades USA reserves the right to change configuration without prior notice when deemed necessary for product improvement.
412'820'2200 Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the

lecti f product confi tions, materials, or hard d ibility therefore.
WWWFacadeSUSACOm selection of product configurations, materials, or hardware and assumes no responsibility therefore May 2023




Fabrication and Installation Instructions
Buccan Framing System 1000: Captured

FFACADES@@

General Notes

THESE FABRICATION AND INSTALLATION
INSTRUCTIONS ARE A SUPPLEMENT TO THE
APPROVED SHOP DRAWINGS. USE THIS
DOCUMENT IN CONJUNCTION WITH THOSE
DRAWINGS.

DESIGN PARAMETERS

1. IN ORDER TO ENSURE STRUCTURAL
PERFORMANCE, NO OTHER ATTACHMENTS TO THE
PANELS OR FRAMING SHOULD BE MADE BY
CONTRACTORS OTHER THAN FACADES USA,
WITHOUT PRIOR WRITTEN APPROVAL FROM
FACDES USA.

STRUCTURE BY OTHERS

1. THE BUILDING STRUCTURE AND COMPONENTS
THEREOF MUST BE CAPABLE OF SAFELY
CARRYING THE LOADS IMPOSED BY THE PANEL
SYSTEM, INCLUDING BUT NOT LIMITED TO DEAD
LOADS OF THE PANEL SYSTEM, WIND LOADS
SHOWN HEREIN ON DRAWINGS AND/OR
CALCULATIONS, THERMAL LOADINGS, SEISMIC
LOADINGS, SNOW LOADINGS, AND LIVE LOADINGS.

2. VERIFICATION OF SUBSTRATE:

THE MAXIMUM DEVIATION IN THE PLANE OF
THE SUBSTRUCTURE MUST NOT EXCEED +/- 1/4" IN
ANY 20 FOOT LENGTH HORIZONTALLY OR
VERTICALLY AND CANNOT VARY MORE THAN 1/2"
OVER THE ENTIRE BUILDING ELEVATION.
TRANSITION AREAS SUCH AS CORNERS AND
SOFFITS MUST HAVE THE SUBSTRUCTURE WITHIN
+/- 1/8" OF THE THEORETICAL GIRT PLANES.
SUBSTRUCTURE ALIGNMENT OUTSIDE OF THE
ABOVE LIMITS MUST BE CORRECTED PRIOR TO
CLADDING INSTALLATION.

INSTALLATION SHALL NOT PROCEED UNTIL
THE SUBSTRUCTURE IS CORRECTED. MAXIMUM
SHIM UP TO 1/4" AS REQUIRED TO BRING THE GIRT
PLANE TO WITHIN +/- 1/16" OF THE THEORETICAL
GIRT PLANE. SHIMMING MAY REQUIRE LONGER
FASTENERS.

THE SURFACE OF THE GIRT TO WHICH PANELS
ARE TO BE ATTACHED MUST BE FREE OF BOLT
AND RIVET HEADS, EXCESSIVE WELDS, OR ANY
OTHER OBSTRUCTIONS WHICH COULD PREVENT
PROPER BEARING. ALL STRUCTURAL SUPPORTS
SHALL BE IN PLACE AND ALL SAG RODS, DIAGONAL
BRACING, AND CONNECTIONS SHALL BE
TIGHTENED BEFORE WORK PROCEEDS. WELD ALL
SLOTTED CONNECTIONS INTENDED FOR
ALIGNMENT PURPOSES ONLY UPON COMPLETION
OF ALIGNMENT.

Facades USA

© 2024, Facades USA

IN NO CASE SHALL GIRTS BE ERECTED AND ALIGNED
PRIOR TO POURING THE FLOOR AND/OR ROOF
SLABS. DEAD LOAD DEFLECTIONS WILL CAUSE
SEVERE GIRT ALIGNMENT PROBLEMS.

3. CONCRETE MUST BE 6000 PSI OR BETTER TO
MOUNT THE PANEL SYSTEM.

EVERY EFFORT IS BEING MADE TO ELIMINATE
ERRORS; HOWEVER, SINCE ERRORS CAN AND WILL
HAPPEN, FACADES USA WILL NOT ASSUME
RESPONSIBILITY BEYOND MANUFACTURING IN
ACCORDANCE WITH APPROVED DRAWINGS OR
RESPONSIBILITY FOR ERRORS RESULTING FROM
THE USE OF THESE DRAWINGS BY OTHER TRADES.

Handling, Storing, and Protecting
Aluminum Material

THE FOLLOWING PRECAUTIONS ARE RECOMMENDED
TO ASSURE EARLY ACCEPTANCE OF YOUR
PRODUCTS AND WORKMANSHIP.

A) HANDLE CAREFULLY - DO NOT DROP FROM THE
TRUCK. STACK WITH ADEQUATE SEPARATION SO
MATERIAL WILL NOT RUB TOGETHER. STORE OFF
THE GROUND. PROTECT AGAINST ELEMENTS AND
OTHER CONSTRUCTION TRADES.

B) KEEP MATERIAL AWAY FROM WATER, MUD, AND
SPRAY - PREVENT CEMENT, PLASTER, AND OTHER
MATERIALS FROM DAMAGING THE FINISH.

C) PROTECT THE MATERIALS AFTER ERECTION BY
WRAPPING WITH KRAFT PAPER - OR BY ERECTING
VISQUEEN/CANVAS SPLATTER SCREENS. CEMENT,
PLASTER, TERRAZZO, AND OTHER ALKALINE
MATERIALS ARE VERY HARMFUL TO THE FINISH AND
SHOULD BE REMOVED WITH WATER AND MILD SOAP
BEFORE SETTING OCCURS. UNDER NO
CIRCUMSTANCES ALLOW THESE MATERIALS TO DRY
OR PERMANENT STAINING WILL OCCUR. PRIOR TO
THE SETTING OF OTHER MATERIALS REQUIRE THE
CONTRACTOR TO CLOSELY SUPERVISE OTHER
TRADES SO AS TO PREVENT MARRING OR
DISCOLORATION FROM ANY CAUSE.

D) GENERAL CONTRACTOR SHALL TAKE
NECESSARY MEASURE TO PROTECT ALUMINUM
FROM WELDING OPERATIONS BY CONTRACTORS
OTHER THAN FACADES USA.
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General Rules J) BE SURE TO HAVE ALL THE MATERIALS AND TOOLS
NEEDED TO BEGIN THE INSTALLATION.
THE FOLLOWING PRACTICES ARE RECOMMENDED 1. APPROVED SHOP DRAWINGS.
FOR ALL INSTALLATIONS. 2. LEVEL AND PLUMB (TRANSIT).
3. FASTENERS AND REQUIRED DRILL BITS AND
A) READ COMPLETE INSTRUCTIONS BEFORE DRIVERS.
ORDERING PANELS OR FABRICATED MATERIAL. 4. PERIMETERS AND ACCESSORIES SUCH AS
ANCHORS, FASTENERS, AND END CAPS.
B) CHECK SHOP DRAWINGS TO BECOME 5. METAL PANELS FOLLOWING THE DESIGN
THOROUGHLY FAMILIAR WITH THE JOB. SPECIFICATIONS.

C) ALL MATERIALS ARE TO BE INSTALLED PLUMB,
LEVEL, AND TRUE.

D) ALL WORK SHOULD START FROM ESTABLISHED
BENCH MARKS AND COLUMN CENTER LINES
ESTABLISHED BY THE ARCHITECTURAL DRAWINGS
AND THE GENERAL CONTRACTOR.

E) THE SEQUENCE OF ERECTION SHOULD BE
COORDINATED WITH THE JOB SUPERINTENDENT SO
DELAYS ARE PREVENTED AND RISK OF MATERIAL
DAMAGE IS MINIMIZED. IF PRESETTING OF
ANCHORAGE IS REQUIRED, COORDINATE WITH
GENERAL CONTRACTOR AND SUPERVISE LOCATION.

F) MAKE CERTAIN CONSTRUCTION WHICH WILL
RECEIVE YOUR MATERIALS IS ACCORDING TO THE
CONTRACT DOCUMENTS. IF NOT, NOTIFY THE
GENERAL CONTRACTOR IN WRITING AND RESOLVE
DIFFERENCES BEFORE PROCEEDING WITH YOUR
WORK.

G) INSULATE ALL ALUMINUM TO BE PLACED
DIRECTLY IN CONTACT WITH THE MASONRY OR
INCOMPATIBLE MATERIALS WITH A HEAVY COAT OF
ZINC CHROMATE OR BITUMINOUS PAINT. ALL MILL
FINISHED/UNFINISHED ALUMINUM MUST HAVE A
SEPARATOR (NON-METALLIC) BETWEEN DISSIMILAR
METALS.

H) FOLLOW FACADES USA FABRICATION AND
INSTALLATION INSTRUCTIONS.

I) CHECK ALL MATERIAL ON ARRIVAL FOR

QUANTITY.
FaC ad es USA © 2024, Facades USA 4
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FFACADES@@

Vertical Mullion Fabrication - Wind Load SHALLOW MOUNTING ANGLE ANCHOR DETAIL
Anchor Detall HOLE DIMENSIONS ARE THE SAME FOR BOTH THE
SHALLOW AND DEEP MOUNTING ANGLES.
REFERENCE APPROVED SHOP DRAWINGS FOR )
VERTICAL LENGTHS AND HORIZONTAL LOCATIONS. / >
ACTUAL PROJECT CONDITIONS WILL DETERMINE F.FRAME
SPECIFIC ANCHOR DESIGN. DETAILS ON THIS
PAGE ARE FOR REFERENCE ONLY. 5" 2"
F.FRAME "
N
. o _. B _
o N \\l"
N
| N
N
N
N
ALUMINUM \
MOUNTING \
ANGLE N
WITH 1" \
VERTICAL \
SLOT FOR \
MOVEMENT
VERTICAL MULLION HOLE IS FIELD/MATCH DRILLED \ ’
WITH 9/16" DIAMETER IN THE CENTER OF THE SLOT. N
% \
A A N
‘@J SHALLOW 5
MOUNTING \
DEEP ANGLE 2 \
MOUNTING 100111 N
o ANGLE \
100112 [y 11/2"|11/2"
\ 1/8" 3
+ ALUMINUM
) N PANEL \
—
= l N
v §
N~ '\\
_________ AN oL ___L_
F
9/16" DIAMETER MATCH DRILLED
= HOLE IN VERTICAL MULLION
Z : S WIND LOAD ANCHORS ARE PLACED ALONG THE
VERTICAL MULLION.
REFERENCE PAGE 23 FOR FASTENER DETAILS.
VERTICAL MULLION CAPTURED
5" DEEP SYSTEM
100025
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Vertical Mullion Fabrication - Dead Load
Anchor Detall

REFERENCE APPROVED SHOP DRAWINGS FOR
VERTICAL LENGTHS AND HORIZONTAL LOCATIONS.
ACTUAL PROJECT CONDITIONS WILL DETERMINE
SPECIFIC ANCHOR DESIGN. DETAILS ON THIS
PAGE ARE FOR REFERENCE ONLY.

VERTICAL MULLION HOLE IS FIELD/MATCH DRILLED
WITH 9/16" DIAMETER.

/
A A
SHALLOW
MOUNTING
DEEP ANGLE
MOUNTING 100111
e ANGLE
100112
N
A u
- N
—
v l
1

VERTICAL MULLION CAPTURED
5" DEEP SYSTEM
100025

FaC ad es USA © 2024, Facades USA

SHALLOW MOUNTING ANGLE ANCHOR DETAIL

HOLE DIMENSIONS ARE THE SAME FOR BOTH THE
SHALLOW AND DEEP MOUNTING ANGLES.

7n

F.FRAME
5" Joo 2
F.FRAME |‘
N | |
| |
\ R
- \ |
~ [ @
_ N | |
RN N | |
N ‘ | |
| |
\ 11/2"|11/2"
3
N
N
N
N
§
9/16" DIAMETER \
MATCH
DRILLED HOLE N
IN VERTICAL N
MULLION. N
N
N
1/8" N
ALUMINUM N
PANEL N
N
_____f__.f\ e
N

DEAD LOAD ANCHOR IS PLACED AT THE TOP OF
THE VERTICAL MULLION AS A STANDARD.

REFERENCE PAGE 23 FOR FASTENER DETAILS.
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FFACADESQ@@

Vertical Mullion Fabrication - Shear Block

Detalil

REFERENCE APPROVED SHOP DRAWINGS FOR

VERTICAL LENGTHS AND HORIZONTAL LOCATIONS.

DRILL TWO HOLES FOR EACH SHEAR BLOCK ON
BOTH SIDES OF VERTICAL MULLION WITH
EXCEPTION TO THE END MULLIONS. REFERENCE
APPROVED SHOP DRAWINGS FOR NUMBER OF
SHEAR BLOCKS (ONE ON EACH END OF EACH

HORIZONTAL STACK).

REFERENCE PAGE 23 FOR FASTENER DETAILS.

Facades USA

© 2024, Facades USA

5" DEEP SYSTEM:

177" DIAMETER
HOLES
(NUMBER 16 DRILL)

SHEAR BLOCK
4" OR 5" DEEP
SYSTEM
100094

VERTICAL
MULLION
CAPTURED
5" DEEP
SYSTEM
100025

11/16"

<&

39/16"

A

€

115/16" | 3/4"

TOP OF H.S.

L\Ai’

'rHORIZONTA | STACK

BOTTOM OF H.S.

7" DEEP SYSTEM:

A7 11/16"

DIAMETER

SHEAR BLOCK TO VERTICAL
#12 x 1-7/8" PAN HEAD AB SS SCREW

101101

/ 59/16" \

HOLES
(NUMBER 16
DRILL)

SHEAR BLOCK
6" OR 7" DEEP_
SYSTEM
100096

VERTICAL
MULLION
CAPTURED
7" DEEP
SYSTEM
100027

TOP OF H.S.

315/16" 3/4"

H.S.

BOTTOM

OF H.S.
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. . . . . . VERTICAL MULLION SPLICE JOINT DETAIL
Vertical Mullion Fabrication - Splice Detail ] 5 12
REFERENCE APPROVED SHOP DRAWINGS FOR N
VERTICAL LENGTHS AND HORIZONTAL LOCATIONS. 4 R Tt RN it s
I CLEARANCE
I HOLES: 9/32"
SECTION VIEW ! 115 34| FILOTHOLES:
| l¢ < 0.201"
1/4"-20 x 1 1/4" l
HWH SS SELF Hl !
DRILLING SCREW %8 I L Y.
101108 1< Ll J I
=z
______ Y % d : : @ :
= | ! 1
: 2k ar |
K = 2t | &
(9p] 1 : 1
{ B l,:l"'.{ ! !
> <IN - - - '@ e,
S [ I ©
1! I
|
Ak !
! . w
o ! e =
| 1B
1
:: wMULLION SPLICE : 1 : =) g
JOINT (M.S) I : I — 6
.| ' ' z
¥ = Ll : 4
'_
i Tadannannd v 2 IE S
"ﬁ'& i l:um‘mmll - : : :
I H 1
El= : ! : o
ofe ot e
o <>( 1! I
z|W ! : N
< . al |
5 o ! I
1
= t O
! l
________ v _ : :________ .
1
1
: 1/4"-20x 1 1/4"
I HWH SS SELF
! — DRILLING
Dby SCREW
SPLICE PLATE 2N 101108
4" OR 5" DEEP SYSTEM N === N Pyt
100044 VERTICAL MULLION N
CAPTURED SPLICE PLATE
5" DEEP SYSTEM ;.10(())035 DEEP SYSTEM
100025
REFERENCE PAGE 23 FOR FASTENER DETAILS.
MULLION SPLICE CAN BE MOVED TO NOT INTERFERE
WITH SHEAR BLOCKS IF REQUIRED.
Facad es USA © 2024, Facades USA
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Shear Block Fabrication

REFERENCE APPROVED SHOP DRAWINGS FOR
VERTICAL LENGTHS AND HORIZONTAL LOCATIONS.

HOLE DIMENSIONS ARE THE SAME FOR BOTH
THE 5" AND 7" SYSTEMS. THE 5" SYSTEM
SHEAR BLOCK IS SHOWN.

AXONOMETRIC VIEW

SHEAR BLOCK
(4" OR 5" DEEP
SYSTEM)
100094

A

R

TWO HOLES ARE TO BE DRILLED ON ONLY ONE SIDE
OF THE SHEAR BLOCK FOR THE HORIZONTAL
STACK CONNECTION.

FaC ad es U SA © 2024, Facades USA

SIDE VIEW

HOLES ALIGN
VERTICALLY WITH
THE INDENTS ON
11/4" THE SIDE OF THE
SHEAR BLOCK.

=l ¥ _

9/64" DIAMETER HOLE

FOR HORIZONTAL TO SHEAR BLOCK
#12 x 1-1/4" FLAT HEAD AB SS SCREW
101102

REFERENCE PAGE 23 FOR FASTENER DETAILS.

930 Ca.SS St; NeW CaStIe; PA 16101 Facades USA reserves the right to change configuration without prior notice when deemed necessary for product improvement. 9

412'820_2200 Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the
selection of product configurations, materials, or hardware and assumes no responsibility therefore. M
ay 2023

www.FacadesUSA.com




Fabrication and Installation Instructions F SR EADES DS
Buccan Framing System 1000: Captured

Horizontal Stack Fabrication

REFERENCE APPROVED SHOP DRAWINGS FOR
VERTICAL LENGTHS AND HORIZONTAL LOCATIONS.

N

34
% :
o
" —0)

=

3 \ 4
— \‘
_ A
A=Y
® 8
° \\ \\

T

438 O.D. x 82° HOLE
DRILL AND
COUNTERSINK FOR #12
PFH SCREW

COUNTERSINK TWO HOLES FOR EACH SHEAR BLOCK

HORIZONTAL STACK
CAPTURED

5" DEEP SYSTEM
100065

ON EACH END OF THE HORIZONTAL STACK (FOUR
HOLES PER HORIZONTAL STACK).

Facades USA

930 Cass St, New Castle, PA 16101

412-820-2200
www.FacadesUSA.com

© 2024, Facades USA
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TYP. HORIZONTAL DETAIL AT MID-PANEL

6 1/4"

ﬂ

21/2"

HORIZONTAL SHEAR BLOCK
STACK (4" OR 5" DEEP
CAPTURED SYSTEM)

5" DEEP SYSTEM 100094

100065 HORIZONTAL TO

SHEAR BLOCK

#12 x 1-1/4" FLAT
HEAD AB SS SCREW
101102

REFERENCE PAGE 23 FOR FASTENER DETAILS.
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Pressure Plate Fabrication

REFERENCE APPROVED SHOP DRAWINGS FOR
VERTICAL LENGTHS AND HORIZONTAL LOCATIONS.

11/4"

IS THE SAME FOR BOTH THE 5"
AND 7" SYSTEMS.

)é) PRESSURE PLATE FABRICATION

HOLES GO ALONG THE ENTIRE
LENGTH OF THE PRESSURE PLATE
WITH APPROXIMATELY 1 1/4"
BETWEEN THE END HOLES AND
THE END OF THE PRESSURE
PLATE.

HOLE SPACING IS DEPENDENT
ON ENGINEERING
SPECIFICATIONS AND
MULLION/STACK LENGTH.
APPROXIMATELY 12" SPACING
IS SHOWN AS A STANDARD.

12" O.C. TYP.

CAPTURED PRESSURE
PLATE
"SHORT/SHORT"
100082

SIDE VIEW

PRESSURE PLATE LENGTH
(o) IS 1/8" SHORTER THAN THE
]\ CORRESPONDING
MULLION/STACK. (1/16"
SHORTER ON BOTH ENDS.)

Frm-———— - -

T
|
11/4" |
|
|

a 77777@

5/16" HOLE
(TYP.)

AN
AN
AN

PRESSURE PLATE ATTACHMENT
1/4-14 x 1" HWH AB SS SCREW
101103

AXONOMETRIC VIEW

o7

BE SURE TO ACCOUNT FOR AND
FABRICATE THE CORRECT
NUMBER OF EACH TYPE OF
PRESSURE PLATE ACCORDING TO
THE MULLION/STACK DESIGN.

12" O.C. TYP.

L

N

©

|

REFERENCE PAGE 23 FOR
FASTENER DETAILS.

S

CAPTURED PRESSURE PLATE I@P
"SHORT/SHORT"
100082 NG

FaC ad es USA © 2024, Facades USA
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Gasket Fabrication VERTICAL MULLION AND PRESSURE PLATE GASKETS:
e ENOE AT SR RATINES FaR CUT VERTICAL CLAMPING GASKETS TO THE DISTANCE
Ve o, UL TN A SR S BETWEEN HORIZONTAL STACK CAPTURE PEGS. THEN

CUT OFF 1 1/16" OF THE OVERLAPPING PIECE FROM
DIMENSIONS.
EACH END.
] SHOWN WITH
HORIZONTAL
19/16" —@——— CLAMPING
GASKET.
- 4 _ - T 71 7 T @
11/16"
R | DISTANCE IS
N DEPENDENT
- ON STACK
I~ CLAMPING DESIGN AND
o GASKET SPACING.
N (VERTICAL) REFERENCE
______ -- it <+ 109001 APPROVED
X SHOP
DRAWINGS.
GASKET FABRICATION IS THE SAME FOR BOTH 1 1’16"1 @ x
THE 5" AND 7" SYSTEMS. - - -
, = SHOWN

HORIZONTAL STACK AND PRESSURE PLATE GASKETS: | yintion” @ lasi

CUT HORIZONTAL GASKETS (CLOSURE AND CLAMPING) SASEEEED CLAMPING

TO THE LENGTH OF THE RESPECTIVE HORIZONTAL Sverim GASKET

STACK/PRESSURE PLATE. ‘ 100025 '

| >
= : CUT VERTICAL CLOSURE GASKETS TO THE LENGTH OF
CLOSURE GASKET | @ | THE VERTICAL MULLION.
%g(%gomm L, | PRESSURE PLATE GASKETS ARE EQUAL LENGTH TO
! 'g . MULLION GASKETS. START GASKET 1 1/2" BELOW TOP
HORIZONTAL = = EDGE AND END 1 1/2" ABOVE BOTTOM EDGE TO
Al I "
STACK CAPTURE ! : ACCOUNT FOR 1/16" GAP BETWEEN MULLION AND
100065 N T E | PRESSURE BAR.
. )] B
| 90° /
LE 3 X \ “Ir a-
CAPTURED E " » Q
PRESSURE PLATE L 172" q8" 11/2"
"SHORT/LONG" @ J
100083 Z - ™~ oNLy
CLAVPING _ _ilf 16 CLAMPING
GASKET 02 I g GASKETS
(HORIZONTAL) | — ON
109001 | > PRESSURE
PRESSURE PLATE LENGTH IS 1/8" PLATES.
SHORTER THAN STACK LENGTH.

Facad es USA © 2024, Facades USA
930 Cass St, New Castle, PA 16101
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Temporary Pressure Piece Fabrication CONNECT GASKET TO PRESSURE PLATE PIECE
THROUGH PRESS-FIT CONNECTION.
TEMPORARY PRESSURE PIECE IS THE SAME FOR TOP VIEW:

BOTH THE 5" AND 7" SYSTEMS. MUST USE
SHORT/SHORT PRESSURE PLATE.

DRILL A HOLE IN A 3" LONG PRESSURE PLATE
EXTRUSION WITH THE CENTER 1 1/4" FROM THE FRONT VIEW:
SIDE AND 1 1/2" FROM THE END.

TOP VIEW:

o114
FRONT VIEW: - 4+ : -
CAPTURED :
PRESSURE | .,
PLATE | 112
"SHORT/SHORT" A |
100082
3" ﬁ} _____ IR, 2 FABRICATE AT LEAST TWO PIECES PER OPENING (TYP.).

(EIGHT PIECES PER PANEL.)

REFERENCE PAGE 23 FOR FASTENER DETAILS.

- Y

5/16" DIAMETER HOLE (TYP.)

FOR PRESSURE PLATE ATTACHMENT
1/4-14 x 1" HWH AB SS SCREW
101103

CUT CLAMPING GASKETS TO 3".
(TWO PER TEMPORARY PIECE.)

w CLAMPING GASKET
109001
TT 1T 1T /4_ -
FRONT VIEW: R

LI
LI
LI
LI 3"
LI
LT
LI
LEIE
AR
LI A1l -y _ _

Facad es USA © 2024, Facades USA
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Buccan Framing System 1000: Captured F

End Cap Fabrication " DEEP SYSTEM.
END CAPS TO BE PLACED ON VERTICAL 5/16" DIAMETER HOLE
MULLIONS AFTER ALL OTHER INSTALLATION IS FOR END CAP TO VERTICAL
COMPLETE. 1/4"-14 x 1/2" PAN HEAD AB SS SCREW
101107
0110 END CAP TOP
REFERENCE APPROVED SHOP DRAWINGS FOR 7" DEEP
VERTICAL MULLION DIMENSIONS. 516" 102728-T
L Dy v
| 7 ° I
5" DEEP SYSTEM: .
23/16 21/2"

FOR END CAP TO VERTICAL

5/16" DIAMETER HOLE
o0

1/4"-14 x 1/2" PAN HEAD AB SS SCREW 5/16" L e N
101107 END CAP TOP v ! "
5" DEEP T 0
5/16" 102526-T 114" ]
! 23/16" ¥ 5 1/
5 |
I ! } I ? A J
23/16" | 2 1/2" 3/4" \
| < 213/16" END CAP
5 | ) | BOTTOM
l ‘ > 1/16 " 7"DEEP
516" [ | g 102728-B
! |
! |
x . ; - WEEP HOLE
11/4" | 7 I
23/16" | | ;
; 21/2 FABRICATE ONE TOP AND ONE BOTTOM END CAP FOR
; EACH VERTICAL MULLION UNLESS CONDITIONS
5 SPECIFY OTHERWISE.
b X
3/4"
REFERENCE PAGE 23 FOR FASTENER DETAILS.
«113/16 END CAP
3116 » BOTTOM
5" DEEP
102526-B
END CAPS ARE 1/16" THICK.
WEEP HOLE
Facad es USA © 2024, Facades USA

930 Cass St, New Castle, PA 16101

412'820'2200 Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the
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Fabrication and Installation Instructions
Buccan Framing System 1000: Captured

FFACADES@@

Installation
STEP 1 - CHECK OPENINGS

ELEVATIONS AND SLABS MUST BE WITHIN
ADJUSTMENT OF ANCHORING SYSTEM. SEE
APPROVED SHOP DRAWINGS FOR ALLOWABLE
ADJUSTMENT.

ANCHORING SURFACES OF PERIMETER
CONSTRUCTION MUST BE LEVEL AND PLUMB WITHIN
THE ADJUSTMENT LIMITS OF THE MULLIONS. SEE
APPROVED SHOP DRAWINGS FOR ALLOWABLE
ADJUSTMENT.

STEP 2 - LAY OUT ANCHOR AND MULLION
CENTERLINES

USE WALL LINES ESTABLISHED BY THE GENERAL
CONTRACTOR. ON EACH FLOOR LAY OUT A
REFERENCE LINE TO ESTABLISH IN AND OUT WALL
LOCATIONS.

USE COLUMN CENTER LINES ESTABLISHED BY THE
GENERAL CONTRACTOR. ON EACH FLOOR LAY OUT
MULLION CENTER LINES AND ANCHOR CENTER
LINES.

7 a

a 4 <

—— C/L OF MULLION

|
+1/32"
A
EXTERIOR —

I~

T
FACE OF
BEAM OR
FLOOR SLAB
VARIES WITH —
TYPICAL
JOB CONDITIONS VERTICAL
MULLION

SEE APPROVED
SHOP DRAWINGS
FOR ANCHOR
LAYOUTS

Facades USA

930 Cass St, New Castle, PA 16101
412-820-2200
www.FacadesUSA.com

© 2024, Facades USA

Facades USA reserves the right to change configuration without prior notice when deemed necessary for product improvement.

Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the
selection of product configurations, materials, or hardware and assumes no responsibility therefore.

STEP 3 - INSTALL PRESET ANCHORS IF APPLICABLE

USING LOCATION LINES PREVIOUSLY ESTABLISHED
INSTALL PRESET ANCHORS IN PLACE PER
APPROVED SHOP DRAWINGS.

STEP 4 - FRAME ASSEMBLY: ANCHOR

ATTACH ANCHORS TO MULLIONS WHERE
APPLICABLE.

ANCHOR PREP MAY BE FABRICATED IN THE FIELD
OR FACTORY. CONSULT APPROVED SHOP
DRAWINGS FOR CORRECT METHOD.

STANDARD ANCHOR PREP IS THRU BOLTED AT
VERTICALS. REFER TO APPROVED SHOP DRAWINGS
FOR CORRECT METHOD.

ANCHOR IS TO BE TORQUED TO RECOMMENDED
MANUFACTURER SETTINGS.

/
VERTICAL TO 1 MOUNTING ANGLE
MOUNTING SHALLOW
BRACKET 100111
1/2" FLAT
WASHER
101106 VERTICAL
MOUNTING
BRACKET
VERTICAL TO — 1/2-13 x
MOUNTING 3-1/2" HEX
BRACKET HEAD BOLT
1/2-13 HEX 101104
NUT
101105
%

el v v v v v V.o | [- - T
st =
reeieeed :

SET ANCHOR CONNECTION TO A TORQUE OF 30 FEET PER POUND.

ACTUAL PROJECT CONDITIONS WILL DETERMINE
SPECIFIC ANCHOR DESIGN. REFERENCE APPROVED
SHOP DRAWINGS FOR MOUNTING ANGLE AND
VERTICAL DIMENSIONS.

REFERENCE PAGE 23 FOR FASTENER DETAILS.

15
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Fabrication and Installation Instructions F SR EADES DS
Buccan Framing System 1000: Captured

Installation
STEP 4 - FRAME ASSEMBLY: SHEAR BLOCKS

ATTACH SHEAR BLOCKS.

SHEAR BLOCK (4" OR 5"
DEEP SYSTEM)
100094

SHEAR BLOCK (6" OR 7"
DEEP SYSTEM)
100096

REFERENCE FABRICATION INSTRUCTIONS FOR
EXTERIOR FRAME PERIMETERS.

SHEAR BLOCK
TO VERTICAL
#12 x 1-7/8"
PAN HEAD AB
SS SCREW
101101

REFERENCE PAGE 23 FOR FASTENER DETAILS.

FaC ad es U SA © 2024, Facades USA

930 Ca.SS St; NeW CaStIe; PA 16101 Facades USA reserves the right to change configuration without prior notice when deemed necessary for product improvement.

412'820_2200 Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the
selection of product configurations, materials, or hardware and assumes no responsibility therefore. M
ay 2023

www.FacadesUSA.com

STEP 5 - INSTALL VERTICAL MULLIONS

DIMENSION BUILD-UP CHECK.

OVERALL FRAME DIMENSIONS ABOUT EVERY FIVE
MULLIONS ON LONG RUNS. THIS IS TO AVOID
DIMENSION BUILD-UP.

10 UNITS CHECK DIMENSION

5 UNITS CHECK DIM.

16




Fabrication and Installation Instructions

FACADES &34
Buccan Framing System 1000: Captured F

Installation STEP 6 - INSTALL HORIZONTAL STACKS

STEP 5 - INSTALL VERTICAL MULLIONS (CONTNUED) REFERENCE FABRICATION INSTRUCTIONS FOR
EXTERIOR FRAME PERIMETERS.

REFERENCE FABRICATION INSTRUCTIONS FOR

EXTERIOR FRAME PERIMETERS. FASTENERS:

HORIZONTAL TO SHEAR BLOCK
#12 x 1-1/4" FLAT HEAD AB SS SCREW
101102

VERTICAL
MULLION
CAPTURED
5" DEEP
SYSTEM
100025

HORIZONTAL STACK
CAPTURED X
5" DEEP SYSTEM — '
ANCHOR 100065 ;
FASTENER
LOCATIONS PER -
APPROVED SHOP
DRAWINGS.
N ,
s s
Y 7

ACTUAL PROJECT CONDITIONS WILL DETERMINE
SPECIFIC STACK DESIGN. REFERENCE APPROVED

SHOP DRAWINGS FOR VERTICAL DIMENSIONS AND
THESE SHEAR BLOCKS MAY NEED TO BE REMOVED TO HORIZONTAL LENGTH.

INSTALL AN ANCHOR FASTENER THAT MIGHT BE
LOCATED CLOSE TO THE STACK.

REFERENCE PAGE 23 FOR FASTENER DETAILS.

Facad es USA © 2024, Facades USA
930 Cass St, New Castle, PA 16101
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Fabrication and Installation Instructions
Buccan Framing System 1000: Captured

FFACADES@@

Installation

STEP 7 - INSTALL HORIZONTAL SNAP COVERS

SNAP COVER IS ATTACHED
TO THE HORIZONTAL STACK
BY A SNAP-FIT CONNECTION.
NO FASTENERS OR
ATTACHMENT HOLES ARE
NECESSARY.

HORIZONTAL
STACK SNAP
+«—_  COVER
4" OR 5" DEEP
SYSTEM
100074

HORIZONTAL SNAP COVERS ARE 1/16" SHORTER THAN
THE STACK ON BOTH ENDS. (1/8" SHORTER OVERALL.)

BOTTOM FACE VIEW
! 31/4" :

FRONT FACE VIEW

oy
?
1/16"
G
p—
k! )
31/4"
1/16"
v
?

DIMENSIONS SHOWN ARE FOR THE 4" OR 5" PART.
REFERENCE APPROVED SHOP DRAWINGS FOR
WIDTH AND HORIZONTAL DIMENSIONS.

Facades USA

930 Cass St, New Castle, PA 16101
412-820-2200
www.FacadesUSA.com

© 2024, Facades USA

Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the
selection of product configurations, materials, or hardware and assumes no responsibility therefore.

STEP 8 - INSTALL GASKETS

GASKETS SHOULD BE INSTALLED JUST PRIOR TO
CLADDING TO AVOID CONTAMINATION BY JOB SITE
DEBRIS. GASKET GROOVES AND POCKETS SHOULD BE
CLEAN.

IN TEMPERATURES COLDER THAN 50°F,
ARRANGEMENTS SHOULD BE MADE TO WARM GASKETS
BEFORE INSTALLATION. THIS WILL PREVENT EXCESSIVE
PRESSURE ON THE CLADDING DUE TO COLD, STIFF
RUBBER GASKETS.

GASKETS CAN BECOME DEFORMED DURING STORAGE
IN CARTONS. THEY SHOULD BE REMOVED FROM
CARTONS SEVERAL HOURS PRIOR TO INSTALLATION
AND LAID FLAT OR HUNG TO ALLOW RECOVERY OF
CORRECT SHAPE. TEMPERATURES SHOULD BE AT
LEAST 50°F TO ALLOW THIS.

GASKETS INSTALLED LENGTH TO BE DAYLITE OPENING.
GASKETS TO BE CUT LONG FOR SOME "CROWD-IN".
GASKETS SHOULD NEVER BE "STRETCHED TO FIT".

"CROWD-IN TO BE 1/8" PER FOOT UP TO 5'-0", 3/16" PER
FOOT UP TO 8'-0", 1/4" PER FOOT OVER 8'-0".

TYPICAL PERIMETER WHERE
APPLICABLE
— | —
CLAMPING CLOSURE
GASKET GASKET
109001 109002

Facades USA reserves the right to change configuration without prior notice when deemed necessary for product improvement. 18
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Fabrication and Installation Instructions
Buccan Framing System 1000: Captured

FFACADES@@

Installation

STEP 8 - INSTALL GASKETS (CONTINUED)

TO INSTALLED MULLIONS/STACKS:
SECTION VIEW - A

VERTICAL MULLION /
CAPTURED

5" DEEP SYSTEM

100025

CLOSURE GASKET
(HORIZONTAL)

— 5=

— >

109002 CLAMPING GASKET
(VERTICAL)
SECTION VIEW - B B - 109001 \
[
A M
I [0\ l (R
¥ L,
E
%> ———
i —1 o
o
HORIZONTAL
STACK
CAPTURED CLAMPING GASKET
5" DEEP SYSTEM  ({{ORIZONTAL)
100065 109001

HORIZONTAL GASKETS (CLOSURE AND CLAMPING) GO
THE ENTIRE LENGTH OF THE HORIZONTAL STACK.

VERTICAL CLOSURE GASKETS GO THE ENTIRE
VERTICAL MULLION LENGTH.

VERTICAL CLAMPING GASKETS BEGIN AND END 1 9/16"
BELOW THE TOP EDGE AND ABOVE THE BOTTOM EDGE
OF THE VERTICAL MULLION.

19/16"

11/16"

0%

QX
CRXK

o2

&

o5
<
‘0

o0
R
3R

00K
XX K
K

3
Sote%e!
KK

Facades USA

930 Cass St, New Castle, PA 16101
412-820-2200
www.FacadesUSA.com

© 2024, Facades USA
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Laws and building and safety codes governing the design and use of Facades USA products very widely. Facades USA does not control the
selection of product configurations, materials, or hardware and assumes no responsibility therefore.

TO UNATTACHED PRESSURE PLATE:

PRESSURE PLATE GASKETS MIRROR RESPECTIVE
MULLION/STACK GASKETS.

ONLY CLAMPING GASKETS ON PRESSURE PLATES.

HORIZONTAL PRESSURE PLATE (SHORT/LONG SHOWN):

s i S
0 7 —0
p= = >

CLAMPING GASKET
(HORIZONTAL)
109001

CAPTURED PRESSURE PLATE
"SHORT/LONG"
100083

VERTICAL PRESSURE PLATE (SHORT/LONG SHOWN):

.

S 11/2"

- -
11/16"

L3

CLAMPING GASKET
(VERTICAL)
109001

CAPTURED PRESSURE PLATE

"SHORT/LONG"
S 100083
~]
\.\\ A
\

-

HORIZONTAL CLAMPING GASKETS GO THE ENTIRE
HORIZONTAL PRESSURE PLATE LENGTH.

VERTICAL CLAMPING GASKETS BEGIN AND END 1 1/2"
BELOW THE TOP EDGE AND ABOVE THE BOTTOM EDGE
OF THE VERTICAL PRESSURE PLATE.

19
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Fabrication and Installation Instructions
Buccan Framing System 1000: Captured

FFACADES@@

Installation

STEP 9 - INSTALL COMPONENT CLADDING AND
PRESSURE PLATES

ACTUAL PROJECT CONDITIONS WILL DETERMINE
SPECIFIC PANEL DESIGN. REFERENCE APPROVED
SHOP DRAWINGS FOR VERTICAL AND HORIZONTAL
DIMENSIONS AND DESIGN SPECIFICATIONS.

FOR 1/8" THICK INFILL PANELS:

(3/16" AMD 1/4" THICK INFILL PANELS USE
DIFFERENT SETS OF GASKETS.)

ATTACH TEMPORARY PRESSURE PIECE(S). FASTEN
ASSEMBLED PRESSURE PLATES TO MULLIONS/STACKS.
REMOVE TEMPORARIES WHEN PANELS ARE
SUFFICIENTLY SUPPORTED THROUGH PRESSURE
PLATES.

PANELS SUPPORTED BY MULLION/STACK FRAME
WITH MAXIMUM DIMENSIONS OF 5'x 5.

USE TEMPORARY

PRESSURE PIECE AS
REQUIRED. TEMPORARILY . . .
FASTEN TO HOLD IN PLACE

PRESSURE

PLATE > L
ATTACHMENT ) §
1/4-14 x 1" HWH SR

AB SS SCREW NI
101103

MAXIMUM TEMPORARY SPACING IS 24". IF WINDS
GREATER THAN 50 MPH (80 KPH) ARE EXPECTED,
ADDITIONAL TEMPORARIES MAY BE REQUIRED.
INSTALL PRESSURE PLATES WHERE POSSIBLE.

REFERENCE PAGE 23 FOR FASTENER DETAILS.

Facades USA

930 Cass St, New Castle, PA 16101
412-820-2200
www.FacadesUSA.com

© 2024, Facades USA
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RECOMMEND USING A TORQUE LIMIT TOOL.

Ge
—) 0
| @

T

HOW TO SET TORQUE LIMIT

1) ATTACH ANY CALIBRATED TORQUE INDICATOR TO
OUTPUT STUB (1) AND DETERMINE PRESENT TORQUE
SETTING WHILE HOLDING THE BODY (5), OR
VICE-VERSA.

2) REMOVE SNAP RING (2) AND LOCKING PLATE (3).

3) ADJUST NUT (4) WITH OPEN-END WRENCH:
CLOCKWISE TO INCREASE TORQUE,
COUNTERCLOCKWISE TO DECREASE TORQUE.

4) OBTAIN NEW TORQUE READING WITH THE
CALIBRATED TORQUE INDICATOR. REPEAT
PRECEDING STEPS IF MORE ADJUSTMENT IS
NECESSARY TO REACH DESIRED LIMIT.

5) REPLACE LOCKING PLATE INTO NOTCHES AND
INSTALL SNAP RING. IF LOCKING PLATE DOES NOT
"SEAT", MOVE THE ADJUSTING NUT SLIGHTLY UNTIL IT
DROPS IN PLACE. THE DIRECTION IS BEST
DETERMINED BY WHETHER A MINIMUM OR MAXIMUM
TORQUE APPLICATION IS DESIRED.

20
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Fabrication and Installation Instructions F SR EADES DS
Buccan Framing System 1000: Captured

Installation

HOLE SPACING AND NUMBER OF FASTENERS IS
STEP 9 - INSTALL COMPONENT CLADDING AND DEPENDENT ON ENGINEERING SPECIFICATIONS
PRESSURE PLATES (CONTINUED) AND MULLION/STACK LENGTH.

BE SURE TO INSTALL THE CORRECT TYPE OF
PRESSURE PLATE ACCORDING TO THE
MULLION/STACK DESIGN AND LOCATION.

CAPTURED
PRESSURE PLATE
"SHORT/SHORT"
100082

CAPTURED PRESSURE PLATE PANEL ON BOTH
"SHORT/SHORT" ’ SIDES OF

100082 MULLION/STACK

PANEL ON ONE SIDE
CAPTUI?ED PRESSUR!'E PLATE > OF MULLION/STACK,
SHORT/LONG
100083 OTHER SIDE IS A
PERIMETER
l CAPTURED PRESSURE PLATE BOTH SIDES OF

"LONG/LONG" MULLION/STACK
100084 ARE PERIMETER

PRESSURE PLATE INSTALLATION IS THE SAME FOR ' TS
BOTH THE 5" AND 7" SYSTEMS. '

ALWAYS LOCATE A SCREW AS CLOSE AS POSSIBLE S
TO A HORIZONTAL JOINT. THIS WILL PROVIDE EASTENERS:
MAXIMUM PRESSURE FOR THE CRITICAL JOINT PRESSURE PLATE ATTACHMENT

SEALS. 1/4-14 x 1" HWH AB SS SCREW
101103

AT EACH HORIZONTAL AND VERTICAL PRESSURE
PLATE, INSTALL TWO SCREWS PART WAY, THEN
INSTALL A THIRD SCREW ALL THE WAY. THEN,
TIGHTEN THE FIRST TWO SCREWS. THIS ELIMINATES TOP VIEW:
LATERAL WALKING OF THE PRESSURE PLATE
POSITION.

TORQUE ALL SCREWS TO 95 TO 100 INCH POUNDS. ' -» HORIZONTAL STACK
DURING COLD WEATHER, TORQUE SCREWS TO 50
INCH POUNDS UNTIL ALL 4 SIDES HAVE BEEN
CLAMPED. THEN TORQUE SCREWS TO 95 TO 100

INCH POUNDS.

: -»HORIZONTAL STACK GASKET

, > ALUMINUM PANEL

1 »HORIZONTAL PRESSURE PLATE GASKET
1 »HORIZONTAL PRESSURE PLATE

PRESSURE PLATE ATTACHMENT
1/4-14 x 1" HWH AB SS SCREW
101103

REFERENCE PAGE 23 FOR FASTENER DETAILS.
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Fabrication and Installation Instructions F SR EADES DS
Buccan Framing System 1000: Captured

STEP 11 - INSTALL VERTICAL MULLION END CAPS

Installation
STEP 10 - INSTALL SNAP COVERS Top: ° T0P: °
A4 " _ "
SNAP COVER INSTALLATION IS THE SAME FOR BOTH 102526-T| | S o 102728-T) Y T
THE 5" AND 7" SYSTEMS. >
BOTTOM:| A CAPS poTTOM: . afcaps
_ 02728-
SNAP COVER LENGTH IS 1/8" SHORTER THAN 102526-B| , "\ 1027288 , ~
MULLION/STACK LENGTH AND EQUAL TO THE LENGTH WEEP HOLE

OF THE CORRESPONDING PRESSURE PLATE.
END CAPS TO BE PLACED ON VERTICAL MULLIONS ONLY.

SNAP COVER IS ATTACHED TO THE PRESSURE PLATE REFERENCE END CAP FABRICATION FOR HOLE
BY A SNAP-FIT CONNECTION. NO FASTENERS OR DIMENSIONS.
ATTACHMENT HOLES ARE NECESSARY. Y FASTENERS:
T END CAP TO VERTICAL
d A\ : h & 1/4"-14 x 1/2" PAN HEAD AB SS SCREW

CARE MUST BE J 101107 END CAP
TAKEN TO AVOID : TOP
DAMAGE TO COVERS « 5 DEEP
DURING 102526-T
INSTALLATION. PUSH
SNAP COVER INTO
PLACE WITH FORCE
TO ASSEMBLE. ENGAGE PUSH OTHER

ONE SIDE SIDE INTO

OF COVER PLACE WITH

AS SHOWN HANDS

HORIZONTAL SNAP COVER:

CAPTURED SNAP COVER

100081
VERTICAL SNAP COVER:
g END CAP
B BOTTOM ~————»
5" DEEP f
102526-B ! )
CAPTURED ~L
SNAP THE 5" SYSTEM IS SHOWN.
4 COVER REFERENCE APPROVED SHOP 0
100081 f | | \ DRAWINGS FOR MULLION AND }g
| PANEL DIMENSIONS. i
\ <
\ / REFERENCE PAGE 23 FOR FASTENER DETAILS.
Facad es USA © 2024, Facades USA
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Fabrication and Installation Instructions F SR EADES DS
Buccan Framing System 1000: Captured

Fastener Details

FASTENER PART NUMBER COUNT CONNECTION PAGE
1/2-13 x 3-1/2" HEX HEAD SS 101104 ONE BOLT, ONE NUT, | \ioUNTING BRACKET
1/2-13 HEX SS NUT 101105 PER MOUNTING MULLION Y
1/2" FLAT SS WASHER 101106 BRACKET
#12 x 1-7/8" PAN HEAD AB SS 101101 TWO PER SHEAR SHEAR BLOCK TO 7 16
SCREW BLOCK VERTICAL MULLION '
1/4"-20 x 1 1/4" HWH SS SELF 101108 SIXTEEN PER SPLICE SPLICE PLATE TO 8
DRILLING SCREW PLATE VERTICAL MULLION
#12 x 1-1/4" FLAT HEAD AB SS 101102 TWO PER SHEAR HORIZONTAL STACK 9.10. 17
SCREW BLOCK TO SHEAR BLOCK T
APPROX'MA..TELY PRESSURE PLATE TO
ONE PER 12" PER MULLION/STACK
PRESSURE PLATE
1/4-14 x 1" HWH AB SS SCREW 101103 11, 13, 20, 21
ONE PER TEMPORARY
TEMPORARY PRESSURE PIECE TO
PRESSURE PIECE MULLION/STACK
1/4"-14 x 1/2" PAN HEAD AB SS END CAP TO
101107 TWO PER END CAP 14, 22
SCREW 0110 VERTICAL MULLION
Facad es USA © 2024, Facades USA
23
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